
TITLE

CHKDDATEDFTM

TM

SHEET

OF

DRAWING

NUMBER

NU-NTE800-600 NEGATIVE PRESSURE

TOTAL EXHAUST STERILE ISOLATOR

W/EC MOTOR

1 1 

CD-000145 A

11/17/2022
RN

DF

74 [1880]

35 1/4 [895]

22 5/8 [573]

VIEWING AREA

HEIGHT

59 1/8 [1502]

WORKZONE WIDTH

5 7/8 [151]

31 [787]

43 7/8 [1113]

TO

53 7/8 [1368]

OPERATING

HEIGHT

WITH

ADJUSTABLE

BASESTAND

78 3/8 [1990]*

TO

*88 3/8 [2245]

12 1/8 [306]

11 [278]

1 1/2 [37]

COLLAR

INCHES [MILLIMETERS]

* OVERALL DIMENSIONAL TOLERANCE ±1/4" [6.35]

  ALL OTHER DIMENSIONS 1/8" [3.17]

32 7/8 [835]*

27 3/8 [697]

WORKZONE

HEIGHT

22 1/2 [572]

WORKZONE

DEPTH @

GLOVE PORT

10 [254]

21 1/4 [538] 1 3/4 [44]

76 3/8 [1939]*

37 [940] 1 1/8 [29]

1 1/4 [33]

11 5/8 [295]

HOSPITAL GRADE

POWER CORD

SUPPLY INTAKE

PREFILTERS

NU-948-05

EXHAUST MONITOR

EXTERNAL LED

LIGHT FIXTURE

LEFT INTERCHANGE

OUTER DOOR

OPEN AREA 8 1/2" X 18"

LOCKABLE

WINDOW LATCH

HOSPITAL GRADE

DUPLEX OUTLET

AUTOMATIC ADJUSTABLE 

BASESTAND

W/ CASTERS

GARBAGE AND 

SHARPS FOR HAZARDOUS

DRUG COLLECTION

4" SST LOCKING CASTERS

CONTROL PANEL

-AIRFLOW CONTROL

-BLOWER SWITCH

-LIGHT SWITCH

-OUTLET SWITCH

-PRESSURE GAUGE WORKZONE

-PRESSURE GAUGE INTERCHANGE

-PHARMAGARD PRESSURE MONITOR

HINGED WINOW

(SCRATCH RESISTANT

POLYCARBONATE)

8" X 12" GLOVE PORTS

NITRILE SMOOTH SLEEVE

W/ CONECTED

NITRILE GLOVE

SINGLE POINT EXHAUST

FILTER RELEASE

OPTIONAL

NU-940-010

MANUAL DAMPER

18" X 30" X 6"

EXHAUST HEPA FILTER

W/BAG IN / BAG OUT

FILTER HOUSING

PERMANENT PLENUM

W/ QUICK RELEASE

MAIN CHAMBER EC/IMPELLER

SUPPLY HEPA FILTER

18" X 68" X 1 11/16"

IV BAR W/ 6 HOOKS

3 OPTONAL POSITIONS

VERTICAL SLIDING INTERCHANGE

INNER DOOR OPEN AREA

8 5/8" X 18 1/2"

PAPER CATCH
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