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SLIDING WINDOW

21[563] X 56[1422] X 3[76]

HEPA SUPPLY FILTER

CABINET POWER CORD

OVERALL DIMENSIONAL TOLERANCE ±1/4 [6.35]

ALL OTHER DIMESIONS ±1/8 [3.17]

*

INCH

MILLIMETER

DC ECM

MOTOR/BLOWER

2 3/8

[60]

5 EQ SPCS

@ 6.075 [154]

= 30 3/8 [772]

1 1/8

[29]

3 EQ SPCS

@ 6.792 [173]

= 20 3/8 [518]

65 1/2

[1663]

*

10 [254]

ACCESS

OPENING

58 3/8

[1483]

WORKZONE

WIDTH

23 7/8

[608]

WORKZONE

VIEW HEIGHT

31 3/8

[797]

***

32 1/8

[817]

*

58 7/8

[1495]

*

2

[51]

28 1/4

[716]

WORKZONE

HEIGHT

25 3/4

[653]

MEDIAN

WORKZONE

DEPTH

30 3/8

[771]

*

LED LIGHT

REMOVABLE

SST WORKTRAY

REMOVABLE PVC

ARMREST

PERFORATED

PAPER CATCH

OPTIONAL

IV BAR

PROTECTIVE

GRILL

INTERNAL BALANCING

DAMPER ADJUSTMENT

CONTROL PANEL

OLED DISPLAY

FLOWGARD CONTROL SYSTEM

INTELLIFLOW MONITOR

LIGHT SWITCH

BLOWER SWITCH

OUTLET SWITCH

UV SWITCH (W/ OPTION)

SYSTEM DIAGNOSTICS

OPTIONAL

BASE STAND

(TELESCOPING)

PERMANENT

PLENUM

OPTIONAL

UV LIGHT

30 3/4

[781]

1/2

[13]

**

*26 1/2

[673]

TO

*32 1/2

[825]

IN 2"

INCREMENTS 

FLUSH MOUNT

FRONT PANEL

13 7/16

[342]

16 7/16

[418]

11 13/16

[301]

14 13/16

[377]

NSF APPROVED

LEG LEVELERS

3/4 [19] ADJUSTMENT

CORD PASS-THRU

** ADD 1/2" [13] TO OVERALL HEIGHT

    WITH PROTECTIVE GRILL REMOVED

SERVICE VALVE

3/8" FEM NPT

PLUGGED SERVICE

COUPLINGS (1) RS, (2) LS

DRAIN VALVE

20[508] X 30[762] X 11 1/2[292]

HEPA EXHAUST FILTER

OUTLETS (2)

*** MINIMUM POSSIBLE DEPTH OF BSC

23 13/16

[605]

5 5/16

[136]


