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ROOM AIR

INCH

MILLIMETER

*OVERALL DIMENSIONAL TOLERANCE ±1/4 [6.35]

  ALL OTHER DIMENSIONS ±1/8 [3.17]

* 97 1/2

[2451]

TO

79

[2007]

58 7/8

[1495]

31 3/8

[797]

32 1/8

[817]

* 

42

[1066]

TO

24 1/2

[622]

WORK SURFACE

HEIGHT

12

[305]

ACCESS HEIGHT

23 7/8

[605]

VIEWING

 HEIGHT

REMOVEABLE

PVC ARMREST

LED

LIGHTS

21 [533] X 44 [1118] X 3 [76]

SUPPLY HEPA FILTER

DC ECM MOTOR

BLOWER

30 3/8

[772]

20 [508] X 22 [559] X 11 1/2 [292]

EXHAUST HEPA FILTER

UV LIGHT

(OPTIONAL)

27 5/8

[702]

WORKZONE

HEIGHT

25 5/8

[651]

WORKZONE

DEPTH @ 12"

ACCESS HEIGHT

2

[51]

53 1/2

[1358]

* 

** PROTECTIVE

    GRILL

INTERNAL BALANCING

DAMPER ADJUSTMENT

(UNDER FRONT PANEL)

HINGED CONTROL

MODULE

SLIDING WINDOW

DUPLEX OUTLET (2)

CONTROL PANEL

AEROMAX CONTROL SYSTEM

AIRFLOW CONTROL

PRESSURE FLOW MONITOR

LIGHT SWITCH

BLOWER SWITCH

OUTLET SWITCH

UV SWITCH (W/ OPTION)

SYSTEM DIAGNOSTICS

2 3/8

[60]

22 3/8

[568]

4 EQ SPCS

@ 5.594 [142] =

1 1/8

[28]

20 3/8

[518]

= 

3 EQ SPCS

@ 6.792 [173]

1/2

[13]

**

** ADD 1/2' [76] TO OVERALL HEIGHT WITH

   PROTECTIVE GRILL REMOVED

46 3/8

[1178]

WORKZONE WIDTH

REMOVEABLE WORKZONE

PREFILTER

115V: 20 AMP

CABINET POWER CORD

(NEMA 5-20P)

230V: SCHUKO 16 AMP

DRAIN VALVE

PREFILTER

5" SST CASTERS

(2STD, 2 LOCKING)

6 1/2

[166]

54 5/8

[1387]

* 

TOTAL WIDTH

REV CO DESCRIPTION DATE DFTR CHKD

B 002759 ADDED ELECTRONIC COMPONENT NOTE 1/11/2024 RN DF

NOTE: THIS CABINET CONTAINS ELECTRONIC

COMPONENTS THAT MAY CAUSE SOME

GROUND FAULT CIRCUIT INTERRUPTER (GFCI)

DEVICES TO INADVERTENTLY TRIP DUE TO

INHERENT DESIGN DIFFERENCES. USE AT

YOUR OWN RISK.

B


