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*54 [1372]

14 [355] X 30 [762]
FOLDING SHELF

EITHER SIDE
(OPTIONAL)

35 1/2
[902]
TO

46 1/2
[1181]

80 1/2
[2045]

TO
91 1/2
[2324]

25 1/2
[648]

WORK ZONE
HEIGHT

 1 1/8 [27]

14
[356]

ACCESS
HEIGHT

PULL BAR

SINGLE SIDE (621-)
POLYCARBONATE REAR
WALL AND SURROUND

*DUAL SIDE (620-)
HAS FRONT WINDOW
ASSY ON BOTH SIDES
(AIRFLOW PATTERN
SAME ON BOTH SIDES)

(2) LED TUBE
LIGHTS

SUPPLY HEPA FILTER
20[508] X 44[1118] X 3[76]

SUPPLY EC IMPELLER

EXHAUST BLOWER
ECM MOTOR EXHAUST HEPA FILTER

18[457] X 40[1016] X 3[76]

DUPLEX
OUTLET

HINGED FRONT VIEW
SCREEN SHOWN WITH
OPTIONAL MAGNIFYING
GLASS

CONTROL PANEL
BLOWER SWITCH
LIGHT SWITCH
OUTLET SWITCH
AEROMAX CONTROL SYSTEM
PRESURFLOW  MONITOR

(4) 4 DIA
CASTERS

WITH BRAKES

SUPPLY PREFILTER

INCH
MILLIMETER

*OVERALL DIMENSIONAL TOLERANCE ±1/4 [6.35]
ALL OTHER DIMENSIONS ±1/8 [3.17]

* 30 5/8 [777]

SUPPLY HEPA
ACCESS PANEL

EXHAUST
AIRFLOW

42 5/8 [1081]

42 5/8 [1081]

28 1/4 [718]

28 1/4 [718]
DUAL SIDE (620-)
WORK SURFACE
CONFIGURATION

SINGLE SIDE (621-)
WORK SURFACE
CONFIGURATION

24 3/4 [630]

40 3/8 [1026]

40 3/8 [1026]

24 7/8 [630]

CORD REEL 20' [6.09M]

48
[1219]

65
[1651]

NOTE: THIS CABINET CONTAINS ELECTRONIC
 COMPONENTS THAT MAY CAUSE SOME
 GROUND FAULT CIRCUIT INTERRUPTER (GFCI)
 DEVICES TO INADVERTENTLY TRIP DUE
 TO INHERENT DESIGN DIFFERENCES.
 USE AT YOUR OWN RISK.


